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CRASH SURVIVAL
RECORDER-MEMORY UNIT
RO-647ASH-40

- |
Crash Survival Recorder-Memory Unit

(shown with optional 37 kHz acoustic beacon)

Systems & Eledronics, Inc. (SEI) Crash Available as a stand-alone unit, or as
Survival Rearder-Memory Unit incorporates part of SEI’s proven Flight Data
the most modern Digital Speet Compresson Rewrding System. Full Systems
techndogies. Forty minutes of cockpit audio Integration and Installation Services
and redurndant flight datais goredina

hardened capsule of size, weight, and Designed to:

survivabili ty not posshble with magnetic tape ¢ EUROCAE ED-55, ED-56A

recording systems. Several Data Bus options ¢ TSO-C1233 TSO-Cl24a

are aurrently available. SEI offers more _

channels, more storage capacity, lessweight Isr&f)ricé};é?w?cgd(?d%g

at alower cost than the competition. SEI Penetration: 500 Ib. pin, 10ft. drop
Systems Integration Engineas and Field Static Crush: 5,0001b., 5 minutes
Suppat Staff will provide the level of support Fire: 1,100°C, 30 min.; 26(°C, 10hrs.
required to ensure timely completion o your Fluid Immersion: 48 hours

program.
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SUMM ARY SPECIFICATIONS
Spedfication

Parameter

Input Voltage

+18t0 +36 VDC

Power Consumption

<15Watts

Weight

<8 Pounds

Memory Capadty

8M to 32M Bytes

Audio Capadty

4 x 40 Minutes

Frequency Response

300Hz to 5.0 kHz (Cockpit)
300Hz to 3.3 kHz (Headset)

Input Impedance

10k ohms

Flight Data Capadty

40 Minutes

Data Bus Interface

RS-232 RS-422

Operating Environment

-40°C to +71°C
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